
1. DVE / wipe control 
Top quality Penny & Giles three axis joystick and rotary controls provide 
for versatile pattern and DVE control. Easy control of Size, Position, 
Border, Soft Edges, Rotation and Symmetry. 
2. Aux Bus 
AUX BUS allows for easy source recognition and assignment for all AUX 
Busses, Effects Borders and Frame Stores. 
3. 1.5 ME’s 
PROG, PREV plus FULL ME architecture allows for easier live control of 
mutiple sources and effects. ME1 (Top) has own dedicated PROG, 
PREVIEW and Cleanfeed OUTPUTS and can also be used on On-Air. 
4. Source names 
All sources (internal & external) can be named and mapped to any 
crosspoint. 
5. Key Bus 
Each ME has a dedicated bus for Cut and Fill selection for Keyers. 
A dedicated bus makes for easier recognition of Key Sources during live 
production. 
6. Program Bus 
16 direct crosspoints with shift allows for rapid access to all sources. 
Illuminated buttons distinguish on-air status for confi dent live production. 
7. Wipe Patterns
Dedicated LED displays show wipe pattern selection for each ME. 
8. Colorizers 
Hue, saturation and luminance control for both Matte Generators and 
DVE border colors. Allows you to SAVE and RECALL custom color 
selections. 
9. Rate control / frame buffer 
Dedicated buttons for adjusting transition rates for ALL ME ‘s and Keyers. 
Also controls Frame Buffer Selection for Freeze Capture, Field / Frame 
viewing, saving and recall 
10. Memory 
ME snapshots and DVE macros. Lower section provides advanced DVE 
control and easy key-frame programming. 
11. Two upstream keyers 
Two independent full function Keyers including Chromakey. 
DVE’s can be assigned to Upstream or Downstream keyers. Independent 
key ties, key layer and selectable key priority provide enhanced creative 
freedom and control. 
12. ME mix / wipe 
Frame-accurate wipes and dissolves can be performed through the Auto 
Transition button. Add any source as a border for a wipe transition. 
Use fader and Wipe positioning to create a pre-set Mixed Wipe. 
13. Downstream keyers / FTB 
TWO independent, FULL FUNCTION Downstream Keyers. Excellent for 
simultaneous logo and graphics insertion - perfect for today’s complex and 
demanding television productions. Each DSK has independent controls for 
CUT and AUTO transitions and separate DSK previews. Independent LED 
Rate displays for BOTH Downstream Key 
14. Preview Bus 
Allows for Preview selection of ANY source or ME for Next Transition. 
Flip-fl ops with “program” at the end of a background transition. 
15. ME source selection 
Single button selection of ME effects to be used as Background or as a 
Source for Downstream Keyers. 
16. Transition control 
Frame-accurate wipes and dissolves can be performed through the AUTO 
TRANSITION button or taken directly to-air via CUT. LED indicators for 
Auto transition rate and status. 

Dimensions:
Panel size: W 31” x D 21” x H 7.5”
Check website for detailed measurements.
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