
Echolab’s revolutionary Overture1ME panel has  industry standard look-ahead preview 
architecture, offering ease-of-use and familiar operation.  The sleek panel fi ts in a standard 
rack, and is perfect for small production environments such as fl ight packs & OB vans. The 
1ME panel has six keyers for unprecedented layering in a switcher of this size. This offers 
amazing power in terms of creative control. Four upstream effects keys support luma, chroma, 
& preset pattern keys. Two of the four effects keyers have integrated DVE’ s. Two downstream 
keyers allow title keying for graphics, logos, and bugs. Both background and key transitions 
can be set up and previewed with a complete look-ahead preview system. 



General 
 
Video Processing    10 bit 4:2:2 Serial Digital
External reference    Analog, Digital or Tri-level
Status indicators    Yes, LED
Width     17.13” (43.51cm)
Height     20.94” (53.19cm)
Depth     11.89” (30.20)
Size in RU     12 RU
 

Inputs 
 
Number of Inputs    16 - 32
HD-SDI     Yes
SD-SDI     Yes
Analog YPbPr Component   HD and SD
Analog RGB Component   HD and SD
Y/C (S-Video)    Yes
Composite (CVBS)    Yes
Input “self timing” window   +/- 3/8 line
Auto Equalization    200 meters max
Return loss    15dB minimum
 

Outputs 
 
Number of Outputs    8 - 16
HD-SDI (SMTPE 292M)   Yes
HD Analog YPbPr Component   Yes
HD Analog RGB Component   Yes
SD-SDI (SMPTE 259M)   Yes
Analog YPbPr Component   Yes
Analog RGB Component   Yes
Y/C (S-Video)    Yes
Composite (CVBS)    Yes
Output signal level    750-850 mV p-p
Rise/Fall Time    220pS max
Overshoot     10% maximum
Additive Jitter    25 pS p-p typical
Program output    user configurable
Preview output    user configurable
Aux outputs    user configurable
Clean feed    user configurable
 

Supported native resolution 
 
1080/59.94i    Yes
1080/50i     Yes
720/59.94p    Yes
720/50p     Yes
NTSC     Yes
PAL     Yes
 

Power 
 
Single Power supply    Standard
Redundant hot swappable power supply  Optional
Input voltage    120-220V, 4A, 50-60Hz
Power usage    200W Max

Connectivity 
 
Edit Port (RS 422)   4
Serial Port (RS 232)   2
Ethernet    Gigabit
Tally    30 mappable tally relays
GPIO    3in, 2out programmable
External Memory   Compact flash
 

3rd Party Protocols 
 
VDCP    Yes
Compix    Yes
Pixel Power   Yes
Avitech multi-monitor   Yes
 

User Configurations 
 
Number of user modes  8
User mode interface   PC based
Source naming   Yes
Source mapping   Any source to any crosspoint
GPIO events   User programmable
Lamp saver mode   User programmable
Native resolution   User programmable
Network settings   User programmable
   

Features 
 
Internal Frame synchronization  4 standard, additional optional
Internal A to D and D to A conver sion Yes
Internal up/down/cross conversion optional
Simultanious analog and digital output Yes
Upstream keyer   Yes
Chroma keyer   Yes
Down stream keyers   Yes
3D DVE    upto 4 channels
Frame buffers   1 with Alpha channel
Capture to frame buffer  from any input
View modes   Frame, Field 1
 

Documentation / Support / Warranty 
 
Installation Guide   Yes
Operation Manual   Yes
Training DVD   Yes
OnSite Commissioning  Available
OnSite Training   Available
24/7 Lifetime Phone Tech support Yes
Warranty    Full 3 year
Free firmware upgrades  Lifetime
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